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Klarity SRS Adaptor  
INSTRUCTIONS FOR USE 

 
GENERAL INFORMATION  
The Klarity SRS Adaptor converts an existing S-type Baseplate into an 
SRS-compatible overlay. It is used for positioning and re-positioning 
patients during radiation therapy treatment.  
 
PRODUCT DESCRIPTION  
The Klarity SRS Adaptor clicks into your existing S-type baseplate just 
like a mask. With the SRS Adaptor in place, both bottom and top SRS 
masks can be easily and securely attached. Mask height can be 
adjusted between 0-4mm at each pin location using the Simple Shim 
System™ included with Klarity SRS Masks.  
The SRS Adaptor is compatible with SRS Masks from Klarity. Please 
learn more about Klarity SRS Masks online at 
www.klaritymedical.com/srs.  
 
STORAGE AND CLEANING 
Store in a clean, dry place away from direct sunlight. Wipe thoroughly 
with a neutral antiseptic cleaner. Allow to dry thoroughly before next use.  
         
INSTRUCTIONS FOR USE 
1. Attach the S-type baseplate to the treatment table or CT Couch 

using an indexing bar.   
2. Position the SRS Adaptor on the baseplate and click the pins in to 

secure the Adaptor. 
3. Once the Adaptor is in place, it is ready for the Klarity SRS Mask. 

Please refer to the Klarity SRS Mask Set IFU for full instructions.  
	

	
Number	 Item	Name	

1 Lower pins attach to baseplate 
2 Upper holes to receive SRS Mask Set  
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