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INSTRUCTION FOR USE 

Klarity R605-FCF Carbon Fiber Baseplate is used for positioning and re-positioning patients during radiation 

therapy and other treatments. 

 
PRODUCT ARTWORK 

 

R605-FCF Baseplate 
Number Item Name      Qty. 

1 baseplate 1 
2 fill plate 1 
3 turning clamp 4 
4 clamp screw 4 
5 locating pin (5.2mm diam.) 2 
6 locating pin (4.8mm diam.) 2 
7 locking bar (98mm) 3 
8 locking bar (178mm) 2 
9 locking bar (232mm) 4 

10 locking block 1 
 

 
INSTRUCTIONS: 
1. With a standard indexing bar, locate Klarity R605-FCF Baseplate on to the treatment table (or CT couch). 
2. To accommodate mask shrinkage, cover the fill plate (2) on the headrest region for the initial molding. It 

is not necessary to use the plate again during normal treatment. 
3. Position the patient on the baseplate in the desired manner, using a Silverman or other head cushion. 
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4. Position the softened Low-temperature Thermoplastic mask directly over the patient, then draw the mask 
straight down to the locating pins (5) on the baseplate. 

5. For U-frame masks, unscrew the four clamp screws(4) and rotate turning clamps(3) so that the U-frame 
can be located onto the baseplate.  Rotate the four turning clamps(3) back to fix the frame, then tighten 
the clamp screws (4) to lock the frame onto the baseplate.  

6. For O-type masks,  insert the L-shaped profiles into the receiving slots(7,8,9), securing them in place 
with foam locking bars (included with R605-FCF Baseplate). 

 
COMPATIBLE MASKS 
U-frame Head masks, O-type Head masks /Head & Shoulder masks/ Hip & Pelvic masks. 
 
CLEANING 
Wipe thoroughly with neutral, water based antiseptic cleaner. Allow to dry before next use. 
 
STORAGE 
Store in clean, dry area.  Avoid direct heat or direct sunlight. 
 
VALIDITY, 
3 years 
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